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MW150 MAX

pH/0RP/Temperature Lahoratory Bench Mete

MW150 MAX is an advanced pH/ORP/Temp
microprocessor-based bench meter. It is ideal for
students and technicians who need fast and reliable
measurements.

This meter is provided with a series of new
diagnostic features which add an entirely new
dimension to the measurement of pH, by allowing
the user to dramatically improve the reliability of the
measurement:

e Up to 3-point automatic calibration with 7

standard calibration buffers

Automatic or manual temperature compensation

Built-in rechargeable battery with 8 hours

battery life

Auto-off feature to preserve battery energy

Battery charger with battery monitor

Dedicated GLP key

Alphanumeric LCD displayed messages

for user friendly, intuitive information/warning/

error messages

e Internal clock and date to keep track of
different time-dependent functions (calibration,
timestamp, calibration time out)

ORP (mV) measurement is only possible when
using the MA924B/1 electrode, which is not
supplied with the instrument.

Ordering Information:

Specifications MW150 MAX
Range pH -2.00 to 20.00 pH
mV +2000.0 mV
Temp -20.0 to 120.0°C / -4.0 to 248.0°F
Resolution pH 0.01 pH
mV 0.1 mVv
Temp 0.1°C/0.1°F
Accuracy pH +0.01 pH
(@25°C | 77°F) mV 1 mV
Temp +0.4°C / +0.8°F

pH Calibration

up to 3-point automatic pH calibration, 7 standard calibration buffers
(pH 1.68, 4.01, 6.86, 7.01, 9.18, 10.01 and 12.45), no custom buffers

Temperature
® tion

automatic from -20.0 to 120.0°C / -4.0 to 248.0°F
or manual, without temperature probe

pH Elrectrode

MA917B/1 (included)

Temperature Probe

MAB831R (included)

Power Supply 12 VDC adapter (included)
Battery life 8 hours
Auto-off 5, 10, 30, 60 minutes or off

Environment

0 to 50 °C; max RH 95%

Packaging dimensions

335 x 120 x 255 mm

Packaging weight 2 kg
Accessories @ @
MA9001 pH 1.68 buffer solution, 230 mL bottle MA9016 Electrode cleaning solution,
MA9004 pH 4.01 buffer solution, 230 mL bottle 230 mL bottle
MA9006 pH 6.86 buffer solution, 230 mL bottle MA9112  pH 12.45 buffer solution,
MA9007 pH 7.01 buffer solution, 230 mL bottle 230 mL bottle
MA9009 pH 9.18 buffer solution, 230 mL bottle MA9310 12 VDC Adapter, 220 V
MA9010 pH 10.01 buffer solution, 230 mL bottle MA9311 12 VDC Adapter, 110 V
MA9011  Refilling Electrolyte Solution 3.5M KCI  MA9315 Electrode Holder
for pH/ORP electrodes, 230 mL MA917B/1 Glass body, double junction
MA9012 Refilling Electrolyte Solution 1M KNO3, refillable pH electrode
230 mL, food applications MA924B/1 +2000 mV Glass ORP electrode,
MA9015 Electrode storage solution, refillable with BNC connector and

230 mL bottle

1 meter cable
Temperature probe
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MAS831R

mibwavkie

pH 4.01

MW150 MAX is supplied complete with:

* MA917B/1 Double junction refillable pH electrode
* MA831R Temperature Probe

* MA9315 Electrode Holder

*+ M10004 pH 4.01 Sachet Buffer Solution

*+ M10007 pH 7.01 Sachet Buffer Solution

*+ M10010 pH 10.01 Sachet Buffer Solution

* M10016 Sachet Electrode Cleaning Solution
* MA9310 12 VDC Adapter

* Graduated pipette

* Instruction manual




Milwaukee has a wide assortment of pH and ORP
electrodes to meet all your specific requirements.
Finding the right electrode for a specific application is
a very important task and in order to solve this selec-
tion problem it is important to consider the following:

Glass body electrode versus Epoxy (plastic)
body electrode: Glass body electrodes stand
higher temperatures (typically 100°C against 80°C
for plastic) and are more resistant to corrosive
chemicals and solvents. They are easier to clean
and are available in different shapes depending
on the application. On the other hand plastic body
electrodes are more rugged and the glass bulb is
better protected.

Gel filled electrodes versus refillable elec-
trodes: refillable electrodes last longer since
electrolyte can be changed for repeated usage.
The response is faster due to a greater outflow of
electrolyte into the sample and therefore less likely
to clog. Gel filled electrodes require less mainte-
nance and resist to higher pressure.

Double reference junction versus Single junc-
tion reference: Double junction reference elec-
trodes have a longer life and protects the sample

measured from silver contamination from the
electrolyte. The Silver wire is more protected and
therefore gets less contaminated. The single junc-
tion electrodes normally cost less and are ideal for
general purpose applications

¢ Conic shaped versus Sphere shaped: The
conic-shaped electrode is easier to clean and to
maintain (ideal for applications such as dairy). Has
a more rugged tip and therefore ideal for penetra-
tion. The sphere-shaped has a faster response
time due to the larger surface area on the bulb.
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pH Electrodes

nH Electrode
hasics

pH electrodes are constructed from a special composition
glass which senses the hydrogen ion concentration. This
glass is typically composed of alkali metal ions. The alkali
metal ions of the glass and the hydrogen ions in solution
undergo an ion exchange reaction, generating a potential
difference. In a combination pH electrode, the most widely
used variety, there are actually two electrodes in one body.
One portion is called the measuring electrode, the other the
reference electrode. The potential generated at the junction
site of the measuring portion is due to the free hydrogen
ions present in solution.

The potential of the reference portion is produced by
the internal element in contact with the reference fill
solution. This potential is always constant. In summary, the
measuring electrode delivers a varying voltage and the
reference electrode delivers a constant voltage to the
meter. The voltage signal produced by the pH electrode is
a very small, high impedance signal. The input impedance
requires to be interfaced only with equipment with high
impedance circuits.
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Model MA919B/1 MA924B/1
M ing Range 0to 12 pH +2000 mV
Temperature Range -5t0 70 °C 0to 70 °C
Shaft material glass glass
Reference Electrolyte KCL 3.5M KCL 3.5M
Reference Junction open open
Reference Type double Ag/AgCI double Ag/AgCl
Shape of brane spheric Platinum ring
Max. Pressure 0,1 bar 0,1 bar
Connector type BNC BNC
Cable length coaxial 1 meter coaxial 1 meter
Shaft length 120 mm 120 mm
Di t 8 mm 8 mm
Application food laboratory food laboratory
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pH Electrodes

Glass Conic Tip Sensor

IH Electrode
hasics

The pH electrode, due to the nature of its construction,
needs to be kept moist at all times. In order to operate
properly, glass needs to be hydrated. Hydration is required
for the ion exchange process to occur. If an electrode should
become dry, it is best to place it in some tap water for half
an hour to condition the glass.

pH electrodes are like batteries; they run down with

S =~ Glass Spheric Sensor time and use. As an electrode ages, its glass changes
= b resistance. This resistance change alters the electrode
— / | potential. For this reason, electrodes need to be calibrated
f on a regular basis. Calibration in pH buffer solution corrects
for this change. Calibration of any pH equipment should
always begin with buffer 7.0 as this is the “zero point.”
The pH scale has an equivalent mV scale. The mV scale
Dome-shaped ranges from +420 to -420 mV. At a pH of 7.0 the mV value
~ is 0. Each pH change corresponds to a change of approx.
= & +60 mV. As pH values become more acidic the mV values
\ ¥ ‘
o become greater.
pH electrodes have junctions which allow the internal
electrolyte solution of the measuring electrode to leak out
into the solution being measured.
T N T N T N
s DY s > s
/ \ / 2 \ 1 4 \
; , VA
I P § ! I A I I S
\ 9 / \ j \ £ /
N / \ / \ /
@4‘9\ - @49\ —_ @4‘9\ -
76B'/M=1m 77B'M=1m 78B' N=1m
| | |
| | |
| | |
| | |
| 1 |
| | |
| | |
| | |
| | |
| | 1
| | |
E ! £ ! £ !
¢ = 1 o 1 o 1
~N N N
e - 1 - 1 = |
1 1 L 1
| | [ |
| | |
| 1 ' |
| | [ |
r-- 1 r-- 1 r——.-“ 1
| m I | | I / |
1 1 1 1 I 1
! — 12mm ! ! — 12mm ! ! —— 12mm !
| | | | 1 |
L e e e e e m— = = 4 Lomm e e e e m = = a4 L e e e e - = 4
Model MA916B/1 MA917B/1 MA918B/1
Measuring Range 0to 12 pH 0to 14 pH 0to12 pH
Temperature Range 0to 60°C 0to 70°C -5t0 60°C
Shaft Material glass glass glass
Reference Electrolyte KCI 3.5M KCI 3.5M KCI 3.5M

Reference Junction

ceramic, single

ceramic, single

ceramic, triple

Reference Type

double, Ag/AgCI

double, Ag/AgCI

double, Ag/AgCI

Shape of brane spheric spheric conic

Max pressure 0.1 bar 0.1 bar 0.1 bar
Connector Type BNC BNC BNC

Cable length coaxial, 1 m coaxial, 1 m coaxial, 1 m
Shaft length 120 mm 120 mm 120 mm

Di 12 mm 12 mm 12 mm

Application

laboratory applications

laboratory applications

food-laboratory applications
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This junction can become clogged by particulates in the
solution and can also facilitate poisoning by metal ions
present in the solution. If a clogged junction is suspected it
is best to soak the electrode in tap water to dissolve the
material and clear the junction. When notin use itis best to store
the electrode in either buffer 4.0 or buffer 7.0. Never store an
electrode in distilled or deionized water as this will cause
migration of the electrolyte solution from the electrode.

How long a pH electrode will last will depend on how it is
cared for and the solutions it is used to measure. Typically, a
gel-filled combination pH electrode will last six months to
1 year depending on the care and application.

How long an electrode will last is determined by how well the
probe is maintained and the pH application. The harsher the
system, the shorter the lifespan. For this reason it is always
a good idea to have a back-up electrode on hand to avoid
any system down time. Calibration is also an important part of
electrode maintenance. This assures not only that the
electrode is behaving properly but that the system is operating
correctly.

pH Electrodes

Double Junction
Electrode

Inner Tube
Housing the
Membrane
Sensing Wire

Electrolyte
Containing
Silver

Inner
Ceramic

\ — Junction

N. P Outer
Ceramic
Junction

Silver-Free
Electrolyte N

—_—

Single Junction
Electrode

—

Silver

|1 Silver/Chloride
Reference
Wire

__ Ceramic
Junction

Electrode Storage Bottle Cap: All our pH and ORP

electodres  are

supplied with a
bottle storage
cap which helps
to keep the glass
bulb always wet.
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Model MA920B/1 MA991B/1 MA905B/3 MA925B/3
Measuring Range 0to 12 pH 0to 13 pH 0to 13 pH +2000 mV
Temperature Range -5 to 50°C -5to0 70°C -10 to 80°C -5 to 100°C
Shaft Material PVDF glass PVDF PVDF
Reference Electrolyte | Viscolene gel polymer polymer
Reference Junction open ceramic, single double PTFE PTFE
Reference Type single, Ag/AgCI single, Ag/AgClI double Ag/AgCl Ag/AgCl
Shape of brane conic spheric flat flat Pt sensor
Max pressure 0.1 bar 0.1 bar 6 bar 6 bar
Connector Type BNC BNC 3/4” NPT - BNC BNC
Cable length coaxial, 1 m coaxial, 1 m 3m 3 meter
Shaft length 75 mm 120 mm 120 mm 135 mm
Di 1t 6 mm 12 mm 22 mm 22 mm
Application food-laboratory applications laboratory applications industrial applications industrial applications
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pH Electrodes

DIN Connector

BNC Connector

NH Electrode
hasics

Temperature compensation: When measuring pH using a
pH electrode the temperature error from the electrode var-
ies based on the Nernst Equation as 0.03 pH/10C/unit of pH
away from pH7. The error due to temperature is a function of
both temperature and the pH being measured. Temperature
compensation can be achieved manually or automatically.
Manual temperature compensation is usually achieved by
entering the temperature of the fluid being measured into
the instruments menu and then the instrument will display a
“Temperature Compensated” pH reading.

This means that the temperature is corrected to the value
expected at 25 °C. Automatic temperature compen-
sation requires input from a temperature sensor and
constantly sends a compensated pH signal to the display.
Automatic temperature compenstion is useful for measuring
pH in systems with wide variations in temperature.
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12 mm - 12mm 12 mm
Model MA913B/3 - B/5 MA923B/3 - B/5 SE-220 SE-300
Measuring Range 0to 13 pH +1999 mV 0to 13 pH +1999 mV
Temperature Range 20 to 60°C 20 to 60°C -5t0 70 °C 20 to 60°C
Shaft Material PEI PEI PEI PEI
Reference Electrolyte | gel gel gel gel
Reference Junction ceramic, single cloth cloth cloth
Reference Type single, Ag/AgClI single, Ag/AgClI double Ag/AgCl double, Ag/AgCI
Shape of membrane spheric spheric, platinum sensor spheric spheric, platinum sensor
Max pressure 2 bar 2 bar 2 bar 2 bar
Connector Type BNC BNC BNC BNC
Cable length coaxial, 3 mor 5 m 7-pole, 3mor5m coaxial 1 meter 7-pole, 3mor5m
Shaft length 120 mm 120 mm 120 mm 120 mm
Di 12 mm 12 mm 12 mm 12 mm
Application swimming pool swimming pool drinking water, waste water drinking water, waste water
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IH Electrode

Storage and Maintenance

pH Electrodes

pH Electrode Storage and Maintenance
To ensure a quick response and free-flowing liquid junction, the

Plastic body Glass body sensing element and reference junction must not be allowed to dry out.
PH electrode pH electrode For refillable electrodes make sure that the refill hole is open when
measuring to ensure that the electrolyte solution flows properly through
the reference junction
Routine Storage
Soak electrode in a pH Electrode Storage Solution (MA9015). If a
storage solution is unavailable, pH 4 buffer or pH7.01 may be used.
) When not in use, the fill hole should be covered to prohibit evaporation
of reference fill solution.
RS Maintenance & Cleaning
fill hole Cleaning your electrode between and after use will help extend the life
Fill hole of your electrode and avoid the cost of early replacement.
sleeve cover Soak electrode in MA9016 cleaning solution for half an hour, followed
by soaking it in storage solution (MA9015) for at least two hours.
For long term storage, always keep the electrode in a bottle, filled with
sufficient storage solution to cover the bulb and the junction.
Sensitive Wire & N
Sensitive Weekly Maintenance
Reference \ / wia Inspect electrodes for scratches, cracks, salt crystal buildup, or
wire { Raerﬁ:r’; membrane/junction deposits.
\ / Rinse off any salt buildup with distilled water, and remove any
Reference REtetshea membrane/junction deposits.
junction junction
Glass tip \ Glass bulb Normal aging . . . -
As pH electrodes age their efficiency is reduced. The aging is usually
/ caused either by contamination of the glass membrane (which loses its
4 sensitivity) or by blockage of the reference junction.
The lifespan of the pH electrode is 6 months to 1 year (under normal
conditions).
Get accurate pH reatings e
The pH electrode is the most sensitive component of your /
pH instrument. Correct calibration procedures combined _—
with proper maintenance will provide reliable measure- acidic error —— =,
ments. N OFFSET
+1775mV  P————c
Calibration: The electrode must be calibrated regularly b
to ensure accurate, repeatable measurements. Although
one-point calibration suffices for fairly reliable measure- SLOPE P N (
ments, two or even three-point calibrations will give you o :
more accurate results across the entire measurement e o —t 1 -
range-. 0 4 7 Jp 14 pH
pH readings are only as accurate as the solution used
for calibration. For high accuracy it is important to use
uncontaminated buffers. Our 20 ml sachets always -177.5 mV Sl
ensure a fresh solution and calibration can be performed arror
directly in the sachet. Our 230 ml bottles are easy to N
use and reduce risk of contamination opposed to bigger R
bottles. .
ideal behavior e real
electrode

The calibration curve
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